PolyChem 2100 
Thermal Transfer Material
Description:
A white, Satin finished, corona treated co- extruded polyolefin film. When combined with Zebra’s 5095 resin ribbon it is BS5609 approved and produces outstanding print quality. The all weather adhesive offers excellent tack and adhesion on apolar, slightly rough surfaces.


[image: image1.wmf]
Suggested Applications




                      
·   Labeling in “hot-fill” production lines

·   Chemical drum labelling





·   Post blow-mould labelling








·   Labeling in environmentally sensitive areas




                            Technical Specifications
	
	Description
	Caliper

	Facestock
	Satin finished, white polyolefin film
	
	 
	88 microns

	Adhesive
	Rubber based, permanent adhesive
	
	 
	17 microns

	Liner
	72 gsm.  Glassine Liner
	
	 
	60 microns

	Total
	 
	165 microns


Recommended Zebra Ribbons:
3200, 4100, 5095

Minimum Application Temperature:
5(C (41(F)

Service Temperature Range:
 -20(C to 80(C (4(F to 176(F)

Recommended Storage Conditions:  Two years duration when stored at 0(C to 22(C 

(32(F to (71F) at 35% to 50% RH

All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications.  For testing this material, 

Please order SAM5328.  
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