Poly Trans 2000 White 
Thermal Transfer Material

Description:
A gloss white polyethylene facestock, topcoated for use through Zebra thermal transfer printers. 

Poly Trans 2000 White is supplied with an all purpose, permanent acrylic adhesive, to make this  

an ideal low-cost material for applications where more tear resistance is required than a paper 

label can give. With a pure polyethylene facestock, it is also environmentally-friendly, making 

it an ideal label for use on pallet shrinkwrap which must later be recycled.

Suggested Applications




                      
-
Labelling of shrinkwrap material for recycling

· Labelling in environmentally sensitive aeas

· Cost-effective labelling of outdoor products for up to 9 months
                            Technical Specifications
	
	Description
	Caliper

	Facestock
	Gloss topcoated, white polyethylene film
	
	 
	100 microns

	Adhesive
	Acrylic based, permanent adhesive
	
	 
	20 microns

	Liner
	65gsm White Glassine Liner
	
	 
	55 microns

	Total
	 
	175 microns


Recommended Zebra Ribbons:

4100, 5095
Minimum Application Temperature:

5(C (41(F)

Service Temperature Range:

-10(C to 80(C (14(F to 176(F) 

Recommended Storage Conditions:                  Two years duration when stored at 0(C to 22(C

(32(F to (71F) at 35% to 50% RH

All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications.  For testing this material, 

Please order SAM5730.  
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