


Tuff Tag 2070(
Thermal Transfer Material

Description:
A 191 micron opaque white polyolefin thermal transfer tag stock.  Tuff Tag 2070( is designed to meet the requirements of demanding outdoor applications.  Ultraviolet inhibitors have been added to resist fading.  When used with an approved Zebra ribbon, this material provides outstanding print quality of text, graphics and bar codes (normal and rotated).  Recommended print speeds of up to 76.2mm per second when used with Zebra 5555 and 3200 thermal transfer ribbons.  Recommended print speeds of up to 50.8mm when used with Zebra 5586 ribbons.  Tuff Tag 2070( is an economical material for outdoor tagging applications. 

Suggested Applications
· Nursery tags.










· Lumber tags.










· Fruit and vegetable tags.

· Outdoor storage tags.

Technical Specifications

Description
Caliper

Tagstock
Opaque white polyolefin

191 microns

Recommended Zebra Ribbons:
5555, 3200, 5586 (and 5095 on High End Xi Series printers only)

Service Temperature Range:
-57(C to 93(C  (-70(F to 200(F)
Recommended Storage Conditions:
One year duration when stored at 0(C to 21(C 





(32(F to 70(F) at 35% to 50% RH

Note:    This product was previously Zebra’s Tuff Tag.  All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications.  For testing of this material, please order SAM5025.
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