


Tyvek( 1080
Thermal Transfer Material

Description:
A tough, durable, lightweight tag stock that is stronger than paper, yet less expensive and more versatile than fabric.  Tyvek® 1080 combines the advantages of paper, film and cloth, offering excellent resistance to water, chemicals, abrasion and aging.  It can be hole-punched, stapled and die-cut to form hang tags.  Tyvek® 1080 printed with Zebra 5319 wax thermal transfer ribbon combinations produces a high quality, dense black image.

Suggested Applications
· Meat packing.










· Tags for outdoor storage.








· Greenhouse or nursery hang tags.






· Hang tags to identify harsh chemicals.

· “Law tags”.

Technical Specifications

Description
Caliper

Tagstock
186 gsm. white spunbonded olefin

117 to 269 microns

Recommended Zebra Ribbons:
5319, 5049

Service Temperature Range:
-40(C to 93(C  (-40(F to 200(F)
Recommended Storage Conditions:
One year duration when stored at 0(C to 21(C 





(32(F to 70(F) at 35% to 50% RH

Tyvek® is a registered trademark of E.I. DuPont Corporation
Note:    This product was previously Zebra’s Tyvek® 1073D.  All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications.  For testing of this material, please order SAM5066.
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