


Ultra Tuff Tag 3100(
Thermal Transfer Material

Description:
A premium matt top coated 241 micron multi-layer, crosslaminate polyethylene thermal transfer tag stock.  This material offers amazing strength and durability.  Because of this material's excellent internal and external strength, it will resist tearing even when cut or nicked.  Recommended print speeds of up to 152.4mm per second when used with Zebra 3200, 5555 and 5586 thermal transfer ribbons.  Excellent for both indoor and outdoor applications, this material is also resistant to many solvents including water, alcohol, mild cleaners and blood.  Ultra Tuff Tag( is not to be used in fanfold applications.

Suggested Applications
· Can be used in place of tags with metal grommets.




· Outdoor storage tags for wire, cable and fabricated parts.



· Staple-on lumber tags for indoor or outdoor storage.




· Outdoor storage tags for construction materials.

· Self-locking tags for greenhouse and nursery use.

Technical Specifications

Description
Caliper

Tagstock
White top coated polyethylene

241 microns

Recommended Zebra Ribbons:
5555, 3200, 5586 (and  5095 on High End Xi Series printers only)

Service Temperature Range:
-57(C to 93(C  (-70(F to 200(F)
Recommended Storage Conditions:
One year duration when stored at 0(C to 21(C 





(32(F to 70(F) at 35% to 50% RH

Note:    This product was previously Zebra’s Ultra Tuff Tag.  All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications.  For testing of this material, please order SAM5021.
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