Z-Ultimate( 4000 High Tack

Thermal Transfer Material

Description:
A top coated white gloss polyester thermal transfer label stock with excellent print quality.  Coated specially for use with Zebra 4800, 5095 and 5100 resin thermal transfer ribbons to produce outstanding print quality and good chemical resistance.  It comes supplied with a super-aggressive adhesive, which offers superior strength and adhesion onto particularly difficult surfaces, such as low energy plastics. 

Z-Ultimate( 4000 High Tack is recommended as a more aggressive version of Z-Ultimate( 5A for those surfaces, which require an extra-strength adhesive.

Please note that this product is not recommended for use on desktop or mobile printers.

Suggested Applications
· Labelling of P.B.T. and other low energy plastics in demanding industrial applications




· Labelling of painted components in the automotive and electronic industries


· Capital asset labelling.






Technical Specifications
	
	Description
	Caliper

	Facestock
	White gloss top coated polyester


	51 microns

	Adhesive

	Permanent high tack, high shear adhesive
	50 microns

	Liner

	65gsm glassine liner
	56 microns

	Total   157 microns


Recommended Zebra Ribbons:
4800, 5095, 5100

Minimum Application Temperature:
10(C  (50(F)

Service Temperature Range:
-40(C to 150(C  (-40(F to 302(F)
Recommended Storage Conditions:
One year duration when stored at 0(C to 21(C





(32(F to 70(F) at 35% to 50% RH

Note: All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications. For testing of this material, please order SAM65344.
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