Z Ultimate 4000 Super Remove
Thermal Transfer Material

Description:
A topcoated gloss white polyester thermal transfer label stock, giving excellent print quality

with Zebra 4100 and 5095 resin ribbons. The ultra removable adhesive offers excellent adhesion

along with clean removability from almost any surface, which together with the tear-resistant

polyester facestock makes this the ideal choice as a high quality promotional label on giftware

packaging.  When used with Zebra 4100 or 5095 ribbon, this label offers a superb, durable

print quality, with unparalleled scratch and smear resistance.

Note: Z Ultimate 4000 Super Remove is not recommended to be used for fanfold applications.

Suggested Applications




                      
· Promotional labels which need to be cleanly removed

· Removable labels which are repeatedly scanned, and/or which require a durable image

· Removable shelf or scan-pallet labels

                            Technical Specifications
	
	Description
	Caliper

	Facestock
	Gloss White Topcoated Polyester
	
	 
	50 microns

	Adhesive
	Ultra Removable, acrylic-based Adhesive
	
	 
	25 microns

	Liner
	50lb White Kraft stock
	
	 
	81 microns

	Total
	 
	156 microns


Recommended Zebra Ribbons:
4100, 5095
Minimum Application Temperature:
+15(C (+59(F)

Service Temperature Range:
*maximum -20(C to 120(C (-4(F to (248F)

(* for clean removability without leaving any adhesive residue, maximum and minimum temperature will vary depending on substrate to which the label has been applied. Please test in your application).

Recommended Storage Conditions: One year duration when stored at 15(C to 22(C 

                                                               (59(F to (71F) at 35% to 50% RH

All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications. 
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