


Z-Ultimate( 7A (GL) 
Thermal Transfer Material

Description:
A top coated silver gloss polyester thermal transfer label stock with excellent print quality.  Coated specially for use with 4100, 5095 and 5100 resin thermal transfer ribbons to produce outstanding print quality.  High-strength acrylic adhesive offers superior strength and excellent adhesion for a variety of surfaces.  Unparalleled smear and scratch resistance for a thermal transfer label.

Z-Ultimate( 7A media printed with Zebra 4100, 5095 and 5100 ribbons is UL Recognised for Indoor and Outdoor use and is CSA Component Acceptable for Heavy Duty Use - Indoor and Outdoor.  (UL Recognised when printed with any Zebra printer. CSA Component Acceptable when printed using the UL Recognised printers with the exception of the Zebra Z-221).

Note:  Z-Ultimate( 7A media is not to be used for fanfold applications, as the special top coating may stick when folded.

Suggested Applications
· Labels which are repeatedly scanned.






· Shelf or scan-pallet labels.








· Labels exposed to acid or alkali solutions.




· Water-immersed labels.








· On site, on-demand printing of UL Type R Listing Marks.

Technical Specifications

Description
Caliper

Facestock
Silver top coated polyester


51 microns

Adhesive

Permanent acrylic
20 microns

Liner

62gsm Glassine liner
60 microns

Total     131 microns

Recommended Zebra Ribbons:
4100, 5095, 5100

Minimum Application Temperature:
10(C  (50ºF)

Service Temperature Range:

-40(C to 150(C  (-40ºF to 302ºF)
Recommended Storage Conditions:
One year duration when stored at 0(C to 21(C





(32ºF to 70ºF) at 35% to 50% RH

Note:    All products should be pre-tested to ensure that they meet all intended requirements of specific end-use applications.  For testing of this material, please order SAM5210.
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